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CORE-TO-TIP DESIGN
for excellent torque response1

FULL POLYMER COVER
for smooth vessel tracking

POLYMER COVER AND HYDROPHILIC COATING
for outstanding lubricity1

3 SUPPORT LEVEL OPTIONS 
for crossing and device delivery

DESIGNED FOR SMOOTH
DEVICE DELIVERY IN HIGHLY
TORTUOUS ANATOMY

HI-TORQUE WHISPER™  
Guide Wires

LEADING THE WAY IN GUIDE WIRE TECHNOLOGY 



CAUTION: This product is intended for use by or under the direction of a physician. Prior to use, reference the Instructions for Use, inside the product carton (when available)  
or at vascular.eifu.abbott or at medical.abbott/manuals for more detailed information on Indications, Contraindications, Warnings, Precautions and Adverse Events. This material 
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HI-TORQUE WHISPER™ GUIDE WIRE ORDERING INFORMATION

HI-TORQUE WHISPER™ GUIDE WIRES

DURASTEEL 
STAINLESS STEEL CORE 

for durability and 
torque control

PARABOLIC  
CORE GRIND

for vessel tracking 

CORE-TO-TIP 
DESIGN
for excellent
torque response1

3 CM 
RADIOPAQUE COILS

for visibility

FULL POLYMER  
COVER AND  
HYDROPHILIC  
COATING
for outstanding lubricity1

PTFE COATING

PRODUCT DESCRIPTION PART NUMBER WIRE LENGTH (cm) TIP SHAPE RADIOPAQUE TIP 
LENGTH (cm) TIP LOAD* (g)

HI-TORQUE WHISPER™ ES 1011834H 190 Straight 3 1.3

HI-TORQUE WHISPER™ ES 1011834HJ 190 J 3 1.3

HI-TORQUE WHISPER™ ES 1011835H 300 Straight 3 1.3

HI-TORQUE WHISPER™ ES 1011835HJ 300 J 3 1.3

HI-TORQUE WHISPER™ ES

PRODUCT DESCRIPTION PART NUMBER WIRE LENGTH (cm) TIP SHAPE RADIOPAQUE TIP 
LENGTH (cm) TIP LOAD* (g)

HI-TORQUE WHISPER™ MS 1005357H 190 Straight 3 1.0

HI-TORQUE WHISPER™ MS 1005357HJ 190 J 3 1.0

HI-TORQUE WHISPER™ MS 1005359H 300 Straight 3 1.0

HI-TORQUE WHISPER™ MS 1005359HJ 300 J 3 1.0

HI-TORQUE WHISPER™ MS

PRODUCT DESCRIPTION PART NUMBER WIRE LENGTH (cm) TIP SHAPE RADIOPAQUE TIP 
LENGTH (cm) TIP LOAD* (g)

HI-TORQUE WHISPER™ LS 1005351H 190 Straight 3 1.0

HI-TORQUE WHISPER™ LS 1005351HJ 190 J 3 1.0

HI-TORQUE WHISPER™ LS 1005353H 300 Straight 3 1.0

HI-TORQUE WHISPER™ LS 1005353HJ 300 J 3 1.0

HI-TORQUE WHISPER™ LS

COVER  FULL POLYMER DISTAL COATING  HYDROPHILIC DISTAL CORE  DURASTEEL
STAINLESS STEEL TIP STYLE  CORE-TO-TIP


